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IS	
  serie	
  

IS	
  end	
  suc.on	
  centrifugal	
  Water	
  norm	
  
According	
  to	
  

	
  DIN	
  	
  24255	
  /	
  EN	
  733	
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IS	
  serie	
  

APPLICATIONS	
  
	
  
Hea.ng	
  and	
  air	
  condi.oning	
  
centralized	
  systems,	
  hot	
  water	
  
circula.on,	
  firefigh.ng,	
  industrial	
  
applica.ons,	
  water	
  supply,	
  irriga.on,	
  
refrigerants	
  handling	
  (glycole),	
  booster	
  
units,	
  water	
  treatment	
  plants,	
  light	
  
hydrocar-­‐	
  bons	
  handling.	
  
	
  
Opera.on	
  limits:	
  
Capacity	
  up	
  to	
  1000m3/hr	
  
Head	
  up	
  to	
  100m	
  
Nominal	
  pressure	
  up	
  to	
  10	
  bar	
  
Temperature:	
  -­‐	
  25°C	
  -­‐	
  +	
  140°C	
  
	
  
	
  

Part	
   Grey	
  Cast	
  Iron	
  

Casing	
   Cast	
  iron	
  

Cover	
   Cast	
  iron	
  

Impeller	
   Cast	
  iron	
  /	
  SS	
  op.onal	
  

ShaW	
   Carbron	
  steel	
  /	
  SS	
  op.onal	
  	
  

Mechanical	
  seal	
   Std	
  DIN	
  /	
  gland	
  packing	
  op.onal	
  

Material	
  op.ons:	
  

CONSTRUCTION	
  
Long	
  coupled	
  horizontal	
  single	
  stage	
  
centrifugal	
  pumps	
  with	
  dimensions	
  and	
  
characteris.cs	
  as	
  per	
  DIN	
  24255	
  -­‐	
  EN	
  733.	
  
AC	
  pumps	
  are	
  available	
  either	
  in	
  bare	
  shaW	
  
execu.on	
  or	
  with	
  baseplate,	
  with	
  or	
  
without	
  motor.	
  
Pumps	
  are	
  coupled	
  to	
  motors	
  through	
  
flexible	
  couplings.	
  Spacer	
  couplings	
  are	
  also	
  
available	
  upon	
  request,	
  thus	
  allowing	
  to	
  
disassemble	
  the	
  rota.ng	
  unit	
  without	
  
disconnec.ng	
  the	
  casing	
  from	
  the	
  piping.	
  
Flanges	
  are	
  drilled	
  PN	
  16.	
  
Normalized	
  mechanical	
  seal	
  (silicon	
  carbide/
carbon/	
  Viton).	
  

GENERAL	
  FEATURES	
  
Designed	
  for	
  water	
  handling,	
  AC	
  pumps	
  
have	
  an	
  oversized	
  bearing	
  housing	
  with	
  
grease	
  lubricated	
  bearings.	
  Impeller	
  is	
  
closed	
  type,	
  with	
  high	
  efficiency	
  and	
  axial	
  
thrust	
  balancing	
  holes.	
  
Flexible	
  couplings;	
  spacer	
  	
  	
  couplings,	
  
allowing	
  to	
  disassemble	
  the	
  rota.ng	
  parts	
  
without	
  dismantling	
  either	
  pipes	
  or	
  motor,	
  
are	
  available.	
  
	
  	
  
	
  	
  

Pompe centrifughe a uno stadio aventi dimensioni e
caratteristiche in accordo alle norme DIN 24255 - 
EN 733.
Le pompe AC sono disponibili  in versione ad asse
nudo, con basamento e con o senza motore.
L’accoppiamento avviene tramite giunto elastico. 
Su richiesta, è possibile fornire giunti spaziatori, per
permettere lo smontaggio del gruppo rotante senza
scollegare il corpo pompa dalla tubazione; le flange
sono forate PN 16. 
Tenuta meccanica normalizzata (carburo di 
silicio/grafite/Viton)

COSTRUZIONE

Progettate per convogliare acqua, le pompe AC
hanno un supporto sovradimensionato con cuscinetti
lubrificati a grasso. 
La girante ad alta efficienza, è di tipo chiuso, con fori
di bilanciamento assiale.
Il giunto elastico utilizzato può essere semplice o 
spaziatore, così da consentire lo smontaggio delle
parti rotanti senza sconnettere le tubazioni o il motore. 

CARATTERISTICHE GENERALI

Sistemi centralizzati di riscaldamento e condizionamento;
circolazione di acqua calda; sistemi anti-incendio,
applicazioni industriali, fornitura di acqua, irrigazione,
circolazione di refrigeranti (glicole), gruppi di pressu-
rizzazione, impianti di trattamento acque, pompaggio
di idrocarburi leggeri. 

IMPIEGHI

Long coupled horizontal single stage centrifugal
pumps with dimensions and characteristics as per 
DIN 24255 - EN 733.
AC pumps are available either in bare shaft execution
or with baseplate, with or without motor. 
Pumps are coupled to motors through flexible 
couplings. Spacer couplings are also available upon
request, thus allowing to disassemble the rotating unit
without disconnecting the casing from the piping.
Flanges are drilled PN 16.
Normalized mechanical seal (silicon carbide/carbon/
Viton).

CONSTRUCTION

Designed for water handling, AC pumps have an 
oversized bearing housing with grease lubricated 
bearings. Impeller is closed type, with high efficiency
and axial thrust balancing holes.
Flexible couplings; spacer  couplings, allowing
to disassemble the rotating parts without dismantling
either pipes or motor, are available.

GENERAL FEATURES

Heating and air conditioning centralized systems, hot
water circulation, firefighting, industrial applications,
water supply, irrigation, refrigerants handling (glycole),
booster units, water treatment plants, light hydrocar-
bons handling.

APPLICATIONS

Tutte le pompe possono montare giranti in acciaio
inossidabile AISI 316 (ACX).
Gli alberi sono disponibili, su richiesta,  in acciaio
inossidabile AISI 316 
Tenute meccaniche speciali, o tenuta a baderna.

OPZIONI
All pumps can be equipped with S.S.316 impellers
(ACX).
Shafts are available in S.S.316 upon request.
Special mechanical seals or packing ring execution.

OPTIONS

Portata: fino a 1.000 m3/h
Prevalenza: fino a 100 m.c.l.
Pressione nominale: 10 bar
Temperatura: -25°C ÷ 140°C

Capacity: up to 1.000 m3/h
Head: up to 100 m.l.c.
Nominal pressure: 10 bar
Temperature: -25°C ÷ 140°C

LIMITI DI ESERCIZIO OPERATING LIMITS
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1450	
  rpm	
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  Gland	
  packing	
  	
   	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  DIN	
  seal	
   	
  	
  	
  	
  	
  	
  	
  	
  	
  	
  Bellow	
  seal	
  

	
  	
  
	
  
	
  
	
  
	
  

(Mechanical)	
  seal	
  op.on	
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nr	
   Part	
  name	
   nr	
   Part	
  name	
   nr	
   Part	
  name	
   nr	
   Part	
  name	
  

1 Discharge flange 7 Drain plug 13 Ball bearing  19 Oil filling plug 

2 Plug (plan 11) 8 Pump casing 
(back plate) 

14 Shaft 20 Bearing cover 
seal (pump side) 

3 Suction flange 9 Stuffing box 
cover  

15 Key (shaft) 21 Stud (bearing 
house casing / 
end cover) 

4 Impeller   10 Mechanical seal / 
gland packing 

16 Bearing cover  22 Stud stuffing box 
cover 

5 Impeller nut with 
washer 

11 Ball bearing 
(radial thrust) 

17 Bearing	
  cover	
  seal	
  
(pump	
  side)	
  	
  

23  Stud (bearing 
house / casing 
end cover) 

6 Shaft 12 Pump support 18 Screw	
  bearing	
  	
  
cover	
  	
  (coupling	
  
side)	
  

24 Stud (casing back 
plate / pump 
house) 

19	
  
21	
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Pompe centrifughe a uno stadio aventi dimensioni e
caratteristiche in accordo alle norme DIN 24255 - 
EN 733.
Le pompe AC sono disponibili  in versione ad asse
nudo, con basamento e con o senza motore.
L’accoppiamento avviene tramite giunto elastico. 
Su richiesta, è possibile fornire giunti spaziatori, per
permettere lo smontaggio del gruppo rotante senza
scollegare il corpo pompa dalla tubazione; le flange
sono forate PN 16. 
Tenuta meccanica normalizzata (carburo di 
silicio/grafite/Viton)

COSTRUZIONE

Progettate per convogliare acqua, le pompe AC
hanno un supporto sovradimensionato con cuscinetti
lubrificati a grasso. 
La girante ad alta efficienza, è di tipo chiuso, con fori
di bilanciamento assiale.
Il giunto elastico utilizzato può essere semplice o 
spaziatore, così da consentire lo smontaggio delle
parti rotanti senza sconnettere le tubazioni o il motore. 

CARATTERISTICHE GENERALI

Sistemi centralizzati di riscaldamento e condizionamento;
circolazione di acqua calda; sistemi anti-incendio,
applicazioni industriali, fornitura di acqua, irrigazione,
circolazione di refrigeranti (glicole), gruppi di pressu-
rizzazione, impianti di trattamento acque, pompaggio
di idrocarburi leggeri. 

IMPIEGHI

Long coupled horizontal single stage centrifugal
pumps with dimensions and characteristics as per 
DIN 24255 - EN 733.
AC pumps are available either in bare shaft execution
or with baseplate, with or without motor. 
Pumps are coupled to motors through flexible 
couplings. Spacer couplings are also available upon
request, thus allowing to disassemble the rotating unit
without disconnecting the casing from the piping.
Flanges are drilled PN 16.
Normalized mechanical seal (silicon carbide/carbon/
Viton).

CONSTRUCTION

Designed for water handling, AC pumps have an 
oversized bearing housing with grease lubricated 
bearings. Impeller is closed type, with high efficiency
and axial thrust balancing holes.
Flexible couplings; spacer  couplings, allowing
to disassemble the rotating parts without dismantling
either pipes or motor, are available.

GENERAL FEATURES

Heating and air conditioning centralized systems, hot
water circulation, firefighting, industrial applications,
water supply, irrigation, refrigerants handling (glycole),
booster units, water treatment plants, light hydrocar-
bons handling.

APPLICATIONS

Tutte le pompe possono montare giranti in acciaio
inossidabile AISI 316 (ACX).
Gli alberi sono disponibili, su richiesta,  in acciaio
inossidabile AISI 316 
Tenute meccaniche speciali, o tenuta a baderna.

OPZIONI
All pumps can be equipped with S.S.316 impellers
(ACX).
Shafts are available in S.S.316 upon request.
Special mechanical seals or packing ring execution.

OPTIONS

Portata: fino a 1.000 m3/h
Prevalenza: fino a 100 m.c.l.
Pressione nominale: 10 bar
Temperatura: -25°C ÷ 140°C

Capacity: up to 1.000 m3/h
Head: up to 100 m.l.c.
Nominal pressure: 10 bar
Temperature: -25°C ÷ 140°C

LIMITI DI ESERCIZIO OPERATING LIMITS


